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SUPERSEDES 18607-D 18607-E

SPECIFICATION SHEET
MODEL DFRB

PLENUM SLOT RETURN DIFFUSER
TO MATCH FIXED PLENUM SUPPLY DIFFUSER 

Imperial [IP] Dimensions
Metric (SI)  In Parentheses

Optional Internal
Insulation

Ceiling Grid
by Others

Nominal Length - 1” (25)

Nominal Length - 1/4” (6)

5” (127)

A

Detail of Mounting
on 15/16” (24) T-bar

Detail of Tile
Mounting

4N Length
Cross Notch on 48” (1219)
length allows 4-foot unit to
lay into 24”x24” (610x610)
grids.

Cross Tee

Notes:
• Standard lengths are nominal size 24” (610), 

36” (914), 48” (1219), and 60” (1524).
• Construction is 24 gauge galvanneal steel.
• Blade edge is folded to double thickness for 

extra strength.
• Standard color is #11 Bright White.
• When specified, insulation is 1/2” (13), 2-

pound density matte-finish fiberglass, 
internally mounted.

• Metric (SI) dimensions are shown in 
millimeters.

• For surface mounting use model KXFBA 
Auxiliary Mounting Frame.

1-Slot
1-Way

A = 1-13/16”
(46)

2-Slot
1-Way

A = 3-1/16”
(78)

2-Slot
2-Way

A = 4-1/8”
(105)

3-Slot
1-Way

A = 4-5/16”
(110)

3-Slot
2-Way

A = 5-3/8”
(137)

4-Slot
1-Way

A = 5-9/16”
(141)

4-Slot
2-Way

A = 6-5/8”
(168)
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