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SPECIFICATION SHEET
Models DASF and DARF

Adjustable Plenum Slot Supply Diffuser

Notes:
• 24 gauge galvanneal steel construction.
• Face of unit is painted black as standard, with White Tees. 

Other finishes are available on request.
• For surface mounting use model KXFBA Auxiliary Mounting 

Frame.
• Metric (SI) dimensions are shown in millimeters.
• Adjustable pattern controllers allow 180 degree adjustment of 

discharge direction as well as volume control.
• When specified, insulation is 1/2” (13), 2-pound density 

matte-finish fiberglass, internally mounted.

Diffuser Width (Dimension B)
    Slot Width (Dim. A)
 3/4” (19) 1” (25) 1-1/2” (38)
  1-Slot 2-1/8” (54) 2-1/4” (57) 2-3/4” (70)
  2-Slot 3-3/4” (95) 4-1/4” (108) 5-1/4” (133)
  3-Slot 5-1/2” (140) 6-1/4” (159) 7-3/4” (197)
  4-Slot 7-1/2” (191) 8-1/4” (210) 10-1/4” (260)

Optional
Inlet Damper

1-Slot
Model DASF

1/2”
(13)

A

D

1/2” -  3/4”
(13  -  19) Centerline

BNominal Size -1/4” (6)

C

4N Length
Cross Notch on 48” length
allows 4-foot unit to lay into
24”x24” (610x610) grids.

Cross Tee

Optional
Insulation

Slot Qty Nominal Inlet Sizes  Dim. C
  1-Slot 6” (152), 8” (203), 10” (254) 8” (203)
 12” (305) 11” (279)
  2-Slot 6” (152), 8” (203), 10” (254) 8” (203)
 12” (305) 11” (279)
  3-Slot 6” (152), 8” (203), 10” (254), 12” (305) 11” (279)
  4-Slot 6” (152), 8” (203), 10” (254), 12” (305) 11” (279)

  Nominal Inlet Size Dim. D
      6” (152) 3-1/2” (89)
      7” (178) 5-1/4” (133)
      8” (203) 5-1/4” (133)
     10” (254) 5-1/4” (133)
     12” (305) 5-1/4” (133)

Imperial [IP] Dimensions
Metric (SI) in Parentheses
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2-Slot
With Center Tee: DARF

Center Tee 
is included 
on DARF.

A

1/2”
(13)

3-Slot
With Center Tees: DARF

1/2”
(13)

A

4-Slot
With Center Tees:  DARF

1/2”
(13)

A


