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Imperial [IP] Dimensions
Metric (SI) in Parentheses

SPECIFICATION SHEET
OUTDOOR AIR TEMPERATURE COMPENSATED

DIGITAL HUMIDISTAT, ON-OFF CONTROL
MODEL HXHAT

The HXHAT humidistat can be either wall or duct mounted and includes a remote outdoor temperature sensor for
exterior wall or intake duct mounting.  The humidistat can automatically change the set point in response to changes
in outdoor temperature or be set to maintain a set point regardless of temperature changes.  The LCD display shows
set point RH%, actual RH% or outdoor temperature (from -9 to 98°F).  Relay contacts provide an on/off signal to the
humidifier.  Set point range is from 30-65% RH.  Default set point is 40% RH.

7/8”
(22)

3-1/4”
(83)

4-1/4”
(108)

Automatic or Manual Operation

OUTDOOR ADJUSTED
TEMPERATURE %RH

+35°F 40%
+30°F 38%
+25°F 35%
+20°F 33%
+15°F 30%
+10°F 28%
+5°F 25%
0°F 23%
-5°F 20%
-9°F 18%

In “MAN” the humidistat holds the
set point regardless of the outside
temperature.
In “AUTO” the humidistat auto-
matically adjusts the RH set point
as the outside air temperature
changes.  The table above shows
the adjusted set points for differ-
ent outdoor temperatures, using
the factory default set point of
40% RH.
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