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SEQUENCE OF OPERATION

THE TERMINAL UNIT FAN RUNS CONTINUOUS TO PROVIDE 
CONSTANT AIRFLOW TO THE ROOM.

ON A CALL FOR COOLING THE PRIMARY DAMPER OPENS
TOWARDS THE MAXIMUM CFM SETTING TO SATISFY ROOM 
SET-POINT. AT MAXIMUM PRIMARY CFM THE FAN WILL DELIVER
100% PRIMARY AIR TO THE SPACE.

ON A CALL FOR HEATING THE PRIMARY DAMPER CLOSES
TOWARDS THE MINIMUM CFM SETTING. AS THIS OCCURS,
PLENUM AIR IS INDUCED TO MAINTAIN CONSTANT AIRFLOW AND
SATISFY ROOM SET-POINT.

ON A FURTHER CALL FOR HEAT, PRIMARY AIRFLOW IS AT THE
MINIMUM SETTING AND THE FIRST STAGE (C1) OF ELECTRIC
HEAT IS ENERGIZED. IF ADDITIONAL HEAT IS REQUIRED THE
SECOND STAGE (C2) OF ELECTRIC HEAT IS ENERGIZED. AS THE
ROOM TEMPERATURE INCREASES THE HEATING STAGES ARE
DE-ENERGIZED AND PRIMARY AIRFLOW WILL INCREASE TO 
SATISFY ROOM SET-POINT.
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