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C - SQ.

B - SQ.

A - SQ. (Size)

WOOD NAILER 1-1/2”

D - 8” or 12”3 LB. RIGID FIBERGLASS
INSULATION

MAX. 3/4”
FLASHING
PER SIDE
(See Note)

FLASHING
BY OTHERS

ROOF DECK NOTE:  When used with Model JCEA extended curb
base, allow 1/2” max. flashing per side.

MODELS —
JCFAG - Galvanized
JCFAA - Aluminum
Standard Height — 
8” or 12”.  Also available
with Option L - Interior
Liner.

MODELS —
JCPA- Single Pitch
JCDA - Double Pitch
Similar Construction
for Pitched Roof to
1-1/2” per foot.

MODEL - JCFA
with Damper
Shelf Option

MODEL - JCRA
Raised Cant
Standard 1-1/2”
Raised Cant ADDS
1-1/2” to Height
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STANDARD CONSTRUCTION
Heavy gauge galvanized steel, utilized full mitered corners,
all seams welded, 1-1/2” thick rigid fiberglass insulation, 
wood nailer strip.  All curbs are internally reinforced in
larger size dimensions.

CURB SIZE DESIGNATION
First 3 digits “A” dimension in inches, 4th digit number of eighths
in fraction (1/2” is 4 eighths).  Size 24-1/2” x 36” would be:

SIZE: 0244 0360.

CURB DIMENSIONS
A = Unit Curb Cap — 1-1/2” (Curb Size O.D.)
B = A -3” (Curb I. D.)
C = A +8” (Base O. D.)
D = 8” or 12” (Curb Height) other

Heights available.
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