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Imperial [IP] Dimensions
Metric (SI) in Parentheses

SPECIFICATION SHEET
LWBL/LMBL & LRBK/LNBK Propeller Fan Accessories

Models LXMB G/H
Weatherhood

LOUVER EXTENSION:
FINISHES:

 Mill as standard.

OPTIONAL FINISHES:
 Air Dry Enamel to match.
 Acid Resistant coating (ARC, Epoxy).
 Air Dry Heresite.

Unit Dimensions and Weight
20 24 30 36 42 48 54 60

“A” 
Square

26-1/4” 
(667)

30-1/4” 
(768)

36-1/4” 
(921)

42-1/4” 
(1073)

48-1/4” 
(1226)

54-1/4” 
(1378)

60-1/4” 
(1530)

66-1/4” 
(1683)

“B”
21-1/4” 
(540)

24-1/8” 
(613)

28-1/4” 
(718)

32-1/5” 
(826)

36-3/4” 
(933)

41”
(1041)

45-1/2” 
(1156)

44-3/4” 
(1264)

Gauge 18 Galv. 18 Galv. 18 Galv. 18 Galv. 18 Galv. 18 Galv. 18 Galv. 18 Galv.

Wgt. lbs. 
(Kg.)

22
(10.0)

29
(13.2)

40
(18.1)

53
(24.0)

67
(30.4)

84
(38.0)

107
(48.6)

127
(57.7)

Model LXMBG Model LXMBH

 Unit with standard Birdscreen  Unit with OSHA Guard

B


